Preparing a model 

T 

Forming nickel shell 
on the model by 



Attaching a columnar body to the 
nickel shell, with the columnar body 
being provided with a threaded hole 



1 

Fastening the column/ 
shell by soldering th1 


r 

Jl body with the nickel 

EtOUGH ELECTROCASTING 
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Separating the nickel : 


SHELL FROM THE MODEL 



Roughening the nickel shell 



1 

Providing the nic 
nickel-aluminum alloy 


r 

:kel shell with a 
coating by arc spraying 
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Providing the nickel- a 
with a copper layi 


LUMTNUM ALLOY COATING 
2R BY ARC SPRAYING 



Planarizing the copper layer by milling 



Fastening the nickel shell with 
a mold seat by a bolt 
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Preparing a model 

i 

Forming nickel shell on the model by electrocasting 



Attaching a threaded rod to the nickel 



Fastening the threaded rod with the nickel 
shell by soldering through electrocasting 



Separating the nickel shell from the model 



Roughening the nickel shell 



Engaging the threaded rod with a 
threaded hole of a columnar body 



Providing the nickel shell with a 
nickel-aluminum alloy coating by arc spraying 



Providing the nickel- aluminum alloy 
coating with a copper layer by arc spraying 



Planarizing the copi 


>ER LAYER BY MILLING 




r 


Fastening the nickel shell with a mold 
seat by a bolt 



FIG. 3 



